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Deck fitting . 3 Deck fitting . 3
Deck fitting type loss factor Typlcz?ll number of fit- Deck fitting type loss factor Typical number of fit-
2 ings (Ng) a tings (Ng)
(Kg) (Kg)
Unbolted cover, b28 Stub drain, 1-in di- 1.2 | (D#/125)¢.
ungasketed. ameterd.
Column well ..ot | v (see Table 24). Vacuum breaker ... 1
Builtup col- 33 Weighted me-
umn-sliding chanical ac-
cover, tuation,
gasketed. gasketed.
Builtup col- b47 Weighted me- 0.9
umn-sliding 10 chanical ac-
cover, tuation,
ungasketed. ungasketed.
Pipe column- 19 aUnits for Kg are pound-moles per year.
flexible fabric bIf no specific information is available, this value can be as-
sleeve seal. sumled to crjepresent the most common/typical deck fittings cur-
Pi Jumn- 7 rently used.
IZ‘Isid(i:r? uz:)r:/er 8 ¢D=Tank diameter (feet).
gaskgte d ’ dNot used on welded contact internal floating decks.
Pipe column-
Zliding cover TABLE 28 TO SUBPART G OF PART 63—
ungasketed. DECK SEAM LENGTH FACTORSA (Sp)
Ladder well .......cc.. | oo 1. FOR INTERNAL FLOATING ROOF
Sliding cover, 56 TANKS
gasketed.
Sliding cover, b76 Typical deck
ungasketed. Deck construction seam length
Roof leg or hanger | .......ccccocvene (5+D/10+D 2/600) c. factor
well.
Adjustable ...... b7.9 Continuous sheet construction b:
Fixed 0 5-feet wide sheets ... 0.2¢
[ 6-feet wide sheets 0.17
Sampl | I RN 1. .
amgl(;npelze ?rev_ve 44 7-feet wide sheets ... 0.14
slidin p (’:)over Panel construction ¢:
gaskgted ’ 5 x 7.5 feet rectangular ...........c.ccoeeeiienn 0.33
S 5 x 12 feet rectangular ..............cccocovevnnn 0.28
Slotted pipe- 57
sliding cover, aDeck seam loss applies to bolted decks only. Units for SP
ungasketed. are feet per square feet.
sample well- b12 b Sp=1/W, where W = sheet width (feet).
Jit fabri cIf no specific information is available, these factors can be
Siit fabric assumed to represent the most common bolted decks cur-
seal, 10 per- rently in use. )
cent open d Sp=(L+W)/LW, where W = panel width (feet), and L =
area. panel length (feet).

TABLE 29 TO SUBPART G OF PART 63—SEAL RELATED FACTORS FOR EXTERNAL
FLOATING ROOF VESSELS

Welded ves- Riveted ves-
Seal type sels sels
Ks N Ks N
Metallic shoe seal:
Primary seal only 1.2 15 13 15
With shoe-mounted secondary seal 0.8 1.2 14 12
With rim-mounted secondary seal ... 0.2 1.0 0.2 1.6
Liquid mounted resilient seal:
Primary seal 0Nl ..........ccooiiiiiiiiic 1.1 1.0 aNA NA
With weather shield 0.8 0.9 NA NA
With rim-mounted secondary seal 0.7 0.4 NA NA
Vapor mounted resilient seal:
Primary seal only .. 1.2 2.3 NA NA
With weather shield .. 0.9 2.2 NA NA
With rim-mounted secondary Seal ...........ccccccociiiiiiiiiciiiiii 0.2 2.6 NA NA

aNA=Not applicable.

366



		Superintendent of Documents
	2014-08-19T07:45:20-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




